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Słupek asekuracyjny AXIS D przeznaczony jest
do stosowania jako punkt kotwiczący zabezpieczający
przed upadkiem z wysokości dla trzech
osób równocześnie.

Słupek asekuracyjny AXIS D

Został opracowany na potrzeby zabezpieczania osób pracujących
na wysokości. Zasadniczo wykorzystywany jest jako podpory
końcowe/narożne w poziomych systemach linowych ACCENLINE
zgodnie z normą EN 795 C, ale z powodzeniem stosowany jest jako
punkt kotwiczący np. w dostępie linowym. Słupek asekuracyjny AXIS D
wykonany jest w całości ze stali nierdzewnej (materiał 1.4301). Łączna
maksymalna wysokość słupka wynosi do 1000 mm. Standardowe
wymiary podstawy słupka: 220 x 220 mm, średnica wynosi 50 mm.

Na słupku może być zamontowany punkt wpięcia z krętlikiem
pozwalającym na obracanie się we wszystkich kierunkach 360°.
Dzięki temu zapobiega tworzeniu się pętli w przypadku wpięcia linki
bezpieczeństwa. Słupek przykręcimy śrubami o śr.12x120 mm do
drewnianych elementów konstrukcyjnych. Słupek AXIS D spełnia
wymagania normy dotyczącej urządzeń kotwiczących EN795,
klasa A,C oraz CEN/TS 16415

Materiał INOX

Waga 4 kg

Wymiary 300 - 1000 mm

Użytkownicy 3

Norma EN 795 A, CEN/TS 16415

Gwarancja

Specyfikacja
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Podłoża montażowe

Systemy zabezpieczające
przed upadkiem z wysokości

AXIS D
słupek asekuracyjny 

Drewniane elementy 
konstrukcyjne

 Multi-purpose boom
FAS DAVIT 2.0

The FAS multi-purpose boom is a special guide 
installed in ceiling or ceiling seats to protect the 
working and belaying rope and façade elements 
against damage.

 The boom is an element of the façade access system. Booms are designed in 
sizes from 1 m to even 2,5 reach with the possibility of adjusting the working 

of coverage.

They are made of S355J2G3 steel and protected against corrosion by hot dip 
galvanizing. Additionally, at the customer’s request, the arm can be painted 
in any colour from the RAL palette.

The boom is equipped with plastic rollers for the rope guides. At the bottom 
of the boom there is a bolt with pin to lock the booms in the seat.

The boom is detachable and can be mounted in each of the seats mounted 
on the object.

The booms are designed for working load of 3 kN for one person (in rescue 
situations two people are allowed - injured + rescuer).
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Material  

Weight

Size 

Users

Standard 

Warranty

STEEL GALVANIZED, INOX

10-25 kg

max. 2 m

1

EN 795:2012, EN 363

12 months

Fall protection systems




